
Adobe Premiere ProCC2015.2  Ver,9.2.0(41)Build
4K Clip Import Guide
Note: Intra4K-LT, Intra2K-LT and Intra-LT format are not surpported.
* You can convert these format to DPX files on the latest version P2 Viewer Plus to import video on Premiere Pro CC.
   Please refer to the next page.

Media Browser tab 

Import from a hard disk drive: 
Please select the parent folder of 
CONTENTS folder of P2. 

 Automatic recognition by 

 Panasonic P2 

P2 card direct import: 
Please click the target P2 
card device so that you 
can directly confirm clips. 

① 

① 

② 

Drag and drop the necessary clips into a project bin. 




DPX conversion on P2Viewer Plus
Conversion from Intra4K-LT, Intra2K-LT and Intra-LT to DPX on P2 Viewer Plus is necessay to import on Premiere Pro CC.

The selected clip  to convert to DPX is displayed. 

Select a clip to convert to DPX 

IN point OUT point ② ③ 

When IN/OUT points are set,  

               please seletc this. 

If IN/OUT points are set, please click  

               [DPX Conversion] at step [3]. 

If you set the IN/OUT points, timecode 
is displayed on Memo list tab. 

Specify the output destination of the path. ④ 
⑤ 

note 

① 

When IN/OUT points are not set 
at step [2], or batch conversion 
is necessay, please select this. 

  After conversion, the following folder structure is created at the specified 

path. For example: DPX files are created in [A003_...] folder. Please 

select all the created DPX files to import on Premiere Pro CC.   (Note that 

audio is not converted.) 


