
Preset memory up to 100 positions.

Functions such as freeze during preset, digital extender zoom and color 

temperature settings can be assigned to the user buttons on Panasonic 

controllers.  

Equipped with RS422 remote terminal; up to five units can be controlled via 

serial control from a controller. 

Equipped with RS232C remote terminal (standard serial communication 

support). Up to seven units can be controlled via daisy chain connection. 

Up to four units can be operated with a wireless remote controller (AW-RM50G 

sold separately). 

Easy installation thanks to use of turn-lock mechanism.

Other Functions

Exceptional Pan-tilt Performance 
for Smooth Shooting Over a Wide Area*1

The pan range of ±175° and the tilt range of -30° to +90° cover a wide shooting 

area*1. Pan and tilt operate at a maximum speed of 90°/second and respond quickly 

to remote control operation. They operate quietly at a sound level of NC35 or lower.     

System Configuration Example Video Signals

Control Signals

* The AC adaptor provided with the unit is not shown in the above figure.  * SDI output supported only by AW-HE40SW/SK.

* The camera unit automatically recognizes straight cables and cross cables connected to the LAN terminal. 
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*1. Depending on the position of the pan and tilt, the unit itself may be reflected in the image.

Easy Wireless Control Using an iPad*3 with a Control Assist Camera*4.
Used in combination with an 4K/HD Integrated Camera*4.

95° wide-angle view from the Control Assist Camera is displayed on an iPad.

Tapping the desired area of the wide-angle view displayed on the iPad*3 turns the field 

of view of the 4K/HD Integrated Camera*4 to the tapped position. 

4K/HD Integrated Camera*4 pan, tilt, and zoom can be easily controlled from an iPad.

Up to 9 preset positions can be registered.

* 3: An iPad (sold separately) and a wireless AP (sold separately) are required. Please install the iPad
app l icat ion "P T Z Cntr l"  (f ree) .  F or detai l s ,  p lease v is i t  Panasonic AW-HE A10W/K webs ite

(http://pro-av.panasonic.net/en/sales_o/camera/aw-hea10/).

* 4: AW-UE70W/K, AW-HE130W/K, AW-HE40 series, and AW-HE60 series only. When used with the AW-HE60 
series, in some cases an AW-HE60 series software upgrade will be necessary.
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Using the iPad application "PTZ Cntrl" on an iPad, it is possible to control pan, tilt, 

zoom, focus, iris and gain. For details, please visit the Panasonic AW-HEA10W/K 

product site (http://pro-av.panasonic.net/en/sales_o/camera/aw-hea10/). The iPad 

application "PTZ Cntrl" can be downloaded for free from the App Store.
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* This refers to the standalone version. In case the Web application version is used,
  the Auto Tracking Software is installed on an HTTP server and used from there.

Supporting Lecture Capture 
with Auto Tracking function

Camera View Screen Settings-PTZ Ctrl Screen

Auto Tracking Software Key

AW-SF100G

(Main Features)
“Motion detection” system using video streaming from 

camera achieves smooth auto tracking regardless of 

where the person facing

A GUI screen designed for intuitive setup

Using IP-based software to support installation/operation 

of camera in classroom in remote location. 

Selectable as a Web application for flexible installation 

and operation that also enables control from a tablet, 

smartphone, desktop PC, etc.

When it is installed on a PC, it can be easily set up by 

connecting AW-HE40 series. Installation of sensors and 

other devices are not necessary.

*Depending on the usage conditions, there may be errors in detection 
of tracking subjects or proper tracking. Please use this software in
an environment in which corrections can be made by an operator. 

* There is a 30-day free trial available for Auto Tracking Software. Please
purchase this "Auto Tracking Software Activation Key" after checking 
precautions and confirming that this will work in your environment 
during this free trial period. When purchasing optional software please 
refer to the Panasonic website <http://pro-av.panasonic.net/>” 
Software Download”.


