
AJ-PCD30 AJ-PCD35 AJ-PCD2G

•	 Up to 64 GB P2 card is available and it achieves a long recording time.
•	 Complies with the Type-II PC Card Standard (Card Bus) for direct plug-in to 

the PC card slot of a laptop PC.*1

•	 Highly reliable, solid-state memory resists shock, vibration,  
and temperature changes.

•	 Ensures a long service life with repeated recording and initialization.*2

•	 An individual serial number, bar code, and write-protect switch ensure  
strict security.

• The P2 card transfers data at a high speed up to 1.2 Gbps.*3

*1: 	The included P2 driver must be installed in a Windows PC or Mac. To use the P2 card, the driver must 
be updated in some P2 products. Read “Notes Regarding the Handling of P2 Files Using a PC” on the 
back page.

*2: 	Card replacement interval is about five years when entire (100%) data is rewritten once a day.
*3: 	1.2 Gbps is maximum transfer speed when using P2card F series. Transfer speed is subject to be changed 

depended on system configuration.

P2 card Specification 

Weight: 	 approx. 45 g (approx. 1.6 oz) 

Dimensions (W x H x D): 	 54 mm x 5 mm x 85.6 mm 
	 (2.13 inches x 0.2 inches x 3.37 inches)

Capacity	 AJ-P2E016FG 	 AJ-P2E032FG 	 AJ-P2E064FG

Recording Capacity:*	 approx. 16 GB 	 approx. 32 GB 	 approx. 64 GB

Rec/Play Time	 AJ-P2E016FG 	 AJ-P2E032FG 	 AJ-P2E064FG

AVC-Intra100 
   1080/23.98pN, 24pN: 	 approx. 20 min. 	 approx. 40 min.	 approx. 80 min. 
   720/23.98pN: 	 approx. 40 min. 	 approx. 80 min. 	 approx. 160 min. 
   1080/59.94i, 50i, 720/59.94p,50p: 	approx. 16 min. 	 approx. 32 min. 	 approx. 64 min.

AVC-Intra50: 	 approx. 32 min. 	 approx. 64 min. 	 approx. 128 min.

DVCPRO HD: 	 approx. 16 min. 	 approx. 32 min. 	 approx. 64 min.

DVCPRO 50: 	 approx. 32 min. 	 approx. 64 min. 	 approx. 128 min.

DVCPRO/DV: 	 approx. 64 min. 	 approx. 128 min. 	approx. 256 min.

* Total card capacity includes space for data management such as system data, therefore, actual usable area 
is less than capacity indicated on the card.
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AJ-PCD30� USB3.0 Interface
Super Speed USB 3.0 Interface Boosts Workflows
•	 The USB 3.0 interface lets you transfer P2 files at 1.5 Gbps or higher*.
•	 The USB 2.0 compatibility.
•	 Three P2 card slots let you mount three cards simultaneously.

Memory Card Drive “P2 drive”

AJ-PCD35� PCI Express Interface
Five P2 card Slots and High Speed PCI Express Interface
•	 The PCI Express Interface lets you transfer P2 files at 1.0 Gbps or higher*.
•	 Five P2 card slots let you mount up to five cards simultaneously.

AJ-PCD2G Specification

Power Source: 	 DC5 V 0.5 A

Weight: 	 approx. 200 g (0.44 lb) main unit only

Dimensions (W x H x D): 	 97 mm x 25.5 mm x 113 mm, excluding protruding parts 
	 (3-7/8 inches x 1-1/16 inches x 4-1/2 inches) 

PC System Requirement:	 Microsoft Windows 7 Professional (SP1), Ultimate (SP1) 32 bit/64 bit 
	 Microsoft Windows Vista Business (SP2), Ultimate (SP2) 32 bit/64 bit 
	 Microsoft Windows XP Professional (SP3) 32 bit 
	 Mac OS X 10.5, 10.6, 10.7, 10.8 (Intel® based Mac) 
	 512MB or more memory (Windows Vista, Windows 7,  
	 Mac OS X 10.6, 10.7, 10.8 1GB or more memory)

AJ-PCD2G� USB2.0 Interface
Compact, Lightweight, Low-Cost — USB-Bus-Powered  
1-Slot P2 drive Ideal for Mobile Applications

•	 USB bus powered operation, connecting to a PC or a Mac  
with USB cables (2 cables*1).

•	 Compact of 25.5 mm (1-1/16 inches) thick, lightweight of 200 g  
(0.44 lb) and low-cost.

•	 Comes with driver software for both Windows and Mac OS X. 
*1:	One cable for data transmission and power supply, and the other cable exclusively for power supply.
*The included P2 driver must be installed in the Windows PC or Mac. Please read “Notes Regarding the 
Handling of P2 Files Using a PC” on the back page.

AJ-PCD30/PCD35 Common Functions
•	 Install the P2 drive into a 5 type bay on a desktop PC.
•	 With the AC adaptor, you can use it as a stand-alone external drive.
* When using multiple F Series P2 cards. The actual transfer rate varies depending on the file being 
transferred, the system, the application software, the P2 card version and other conditions. If the PC does 
not have a USB 3.0 interface, data is transferred via USB 2.0. The P2 card driver software (provided with 
the product or downloadable for free) must be installed to read data from or write data to P2 cards. 
Please read “Notes Regarding the Handling of P2 Files Using a PC” on the back page.

AJ-PCD30/AJ-PCD35 Specification

Power Source: 	 DC 16 V 0.6 A with AC adaptor, DC 12 V 0.8 A when PC built-in 

AC Adaptor: 	 AC 100 V to 240 V (1.20 A), 50 Hz/60 Hz

Weight: 	 approx. 1.2 kg (2.6 lb) 

Dimensions (W x H x D): 	 148.4 mm x 42.5 mm x 199.5 mm, excluding protruding parts 
	 (5-7/8 inches x 1-11/16 inches x 7-7/8 inches) 

 
PC System Requirements

AJ-PCD30: 	 Microsoft® Windows 7 Professional (SP1), Ultimate (SP1) 32 bit/64 bit 
	 Microsoft Windows Vista® Business (SP2), Ultimate (SP2) 32 bit/64 bit 
	 Microsoft Windows XP Professional (SP3) 32 bit 
	 Mac OS X 10.5, 10.6, 10.7, 10.8 (Intel® based Mac) 
	 1 GB or more memory

AJ-PCD35: 	 Microsoft Windows 7 Professional (SP1), Ultimate (SP1) 32 bit/64 bit  
	 Microsoft Windows Vista Business (SP1, SP2),  
	 Ultimate (SP1, SP2) 32 bit/64 bit 
	 Microsoft Windows XP Professional (SP2, SP3) 32 bit 
	 Mac OS X 10.4, 10.5, 10.6, 10.7, 10.8 (Intel® based Mac)  
	 1 GB or more memory

AJ-P2E064FG
AJ-P2E032FG
AJ-P2E016FG
Large Data Storage Capacity, High Transfer Speed and Superb 
Reliability for Professional Use.

Memory Card “P2 card F series”
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